
PMVisionPMVision
Human Machine InterfaceHuman Machine Interface

Graphic cab display with touchscreen & on board processor

Example of our messaging interface

The PMVision HMI1-M is a low cost bidirectional in cab user interface that can send data over different media 
to a tracking unit or other peripheral device, using the PMVision graphical user interface and protocol. The 
unit can be retro fitted to existing modules thereby extending the functionality and negating product end of 
life due to its powerful on board Dragonball processor. The HMI1-M can hold many pre set messages and can 
be used to store logging data, onboard flash can be upgraded to 1GB.  The user has the option to either input 
information by touchscreen menu or keyboard via the PS2 port.

2 Serial ports2 Serial ports

PS2 port for keyboardPS2 port for keyboard

1 Wire1 Wire

Fit OptionsFit Options
USB PortUSB Port

Zigby or BluetoothZigby or Bluetooth

Licence Exempt Low Power RadioLicence Exempt Low Power Radio

Man down alarmMan down alarm

Bar code readerBar code reader

*****Low Cost***** *****Low Cost***** 

On Board software both application and user specificOn Board software both application and user specific

Software can be updated remotelySoftware can be updated remotely

Full 5.7Full 5.7”” ¼¼ VGA mono display with 4 level greyscale with VGA mono display with 4 level greyscale with 

TouchscreenTouchscreen

Powerful Dragonball ProcessorPowerful Dragonball Processor

Retrofits to ANY existing tracking hardwareRetrofits to ANY existing tracking hardware

FreeFree customer specific graphical user interfacecustomer specific graphical user interface

FreeFree protocol handler to give seamless system integrationprotocol handler to give seamless system integration

Simple installation, multiple mounting methodsSimple installation, multiple mounting methods

Simple upgrade to existing hardware Simple upgrade to existing hardware 

Standard PeripheralsStandard PeripheralsFeaturesFeatures

Technical InformationTechnical Information

�� Part Number > HMI1Part Number > HMI1--MM
�� Operating Temperature > Operating Temperature > --1010°°C to +65C to +65°°C C 
�� Voltage > 7.6V ~ 38VVoltage > 7.6V ~ 38V
�� Resolution > 320 x 240Resolution > 320 x 240
�� Backlight > LED or CFLBacklight > LED or CFL
�� Colour > 4 Level GreyscaleColour > 4 Level Greyscale
�� Memory > Standard 1MB, factory fit expandable upto 1GBMemory > Standard 1MB, factory fit expandable upto 1GB
�� Dimensions > 190mm x 130mm x 140mmDimensions > 190mm x 130mm x 140mm
�� Weight > Approximately 350gWeight > Approximately 350g
�� Brackets > Swivel Mount, Dash or Brackets > Swivel Mount, Dash or ‘‘UU’’ BracketBracket
�� Cables > Serial / Power can be fixed or removableCables > Serial / Power can be fixed or removable Example of our user interface
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